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ITEM 608.0201
1 1/2* CTYPE 7F2 TOP COURSE)

6 1TEM 304.12 M
30412 TYPE I[ SUBBASE

2" [TEM 403.13 ASPH. CONC. TYPE 3 BINDER COURSE
5¢ [TEM 6080101 M

O CONCRETE SIDEVALKS
DRIVEWAYS. NEAT CUT
ITEM 5025014 N &
SECTION A-A ITEM 40701 M (TACK COAT
NOT TO SCALE

TOPSOIL AND SEED ALL
DISTUREED AREAS
(SEE NOTE 1)

L. TOPSOIL AND SEED ALL DISTURBED AREAS VITH TOPSIOIL
TTEM NO 6013010 M AND SEET 1TEM NO 61D.0203 M.

2, EXPANSIIN JOINT MATERIAL TO BE PLACED A.DBE

3. USE 4 FIR RESIDENTIAL, USE 10’ MAX. [R ALD.BE. FTR
CONMERCIAL DRIVEVAYS AS REQUIRED FOR TRUCK TURNING/ACCESS.

4. VIDTH OF DRIVEVAY APRINS AT THE ROW. LINE SHALL MATCH
EXISTING WIDTH.

S. 1T [S DESIREABLE THAT DRIVEWAYS TO COUNTY ROADS BE PAVED TO THE RIGHT-OF-WVAY LINE. THE
DRIVEWAY SHALL SLOPE AWAY FROM THE DUTSIDE ENGE OF THE SHOULDER AT A MINIMUN OF 4.0%

TO THE CENTERLINE OF DRAINAGE.

6 REPLACE PAVEMENT [N KIND VITH WHAT IS EXISTING, UNLESS CINIITIINS EXIST WHERE THAT ISNT FEASIBLE,
THEN INSTALL SECTION AS APPROVED BY THE DEFARTMENT'S ENGINEER OR HIGHVAY MAINTENANCE MANAGER. THE
MINIMUM APPROVABLE SECTION SHALL BE 6" OF ITEN 30412 M TYPE 2 SUBBASE (CRUSHER RUN STINED. 2’

OF ITEM 403122902 M TYPE 2 RINDER AND 1 1/27 OF [TEM 403.198202 N TYPE 7F2 TOP.

CONCRETE DRIVEWAY WITH SIDEWALK
NOT 7O SCALE
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